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KEY FEATURES

= JAN/JANTX/JANTXV STANDARD PRODUCTS
QUALIFIED PER MIL-PRF-19500/375

LOW ON RESISTANCE

FAST SWITCHING

HIGH OFF ISOLATION

LOW FREQUENCY, LOW NOISE

VHF AMPLIFIERS, SMALL SIGNAL AMPLIFIERS
SECOND SOURCE FOR MICROSEMI

2N3821 10-72 375 50V 10mA 1070
2N3822 10-12 3715 50V 10mA 1000
2N3823 10-12 315 30V 10mA 1070

ABSOLUTE MAXIMUM RATINGS

Gate-Source Voltage -30V Storage Temperature -6510200°C
Gate Current 10mA Operating Junction Temperature -65t0200°C
Lead Temperature 300°C Power Dissipation 300mwW
(1/16 from case, 10 sec) Derating 1.JmW/°Cto TC > 25°C
ORDERING GUIDE

JANZN3821 JANTX2N3821 JANTXV2N3821

JANZN3822 JANTX2N3822 JANTXVZN3822

JANZN3823 JANTX2N3823 JANTXV2N3823

T0-72 PACKAGE OUTLINE & PIN CONNECTIONS

Dimensions
Ltr Inches mm
Min. Max. Min. Max.

| 018 | 01% | 452 | 4%
\ o | 010 | 0210 | 432 | 53
WD | 0209 | 0230 | 531 | 58

PN 0 0050 127

2 | 0250 63

LC 0.100TP 2.54TP
LD | 0016 | 0021 041 0.53

S Case

LL [ 0500 | 0.750 2.10 19.05
LU | 0016 | 0019 041 0.48
Q 0.040 1.02
r 0.007 0.18

TL | 0028 [ 0048 0.1 1.22
TW | 0036 | 0.046 091 117
3 45°TP
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ELECTRICAL SPECIFICATIONS
Typical @ 25°C unless otherwise noted

Parameter Symbol Min. Max. Unit
Gate-Source Breakdown Voltage
V.. =0Vdc, | =1.0pAde 2N3821 50
mo IN3822 Vomoss 50 Ve
2N3823 30
Gate-Source Cutoff Voltage
Vs = 15Vdc, 1D = 0.5nAdc 2N3821 v 40 Vde
2N3822 Gsfon 6.0 Vde
2N3823 8.0 Vde
Gate Reverse Current
Vs = 0Vdc, Vi = 30Vde 2N3821 | 0.1 nA
Vi = 0Vdc, Vi = 30Vde 2N3822 oss 0.1 nA
Vi = 0Vdc, Vi = 20Vde 2N3823 0.5 nA
Drain Current
Vi, = 15Vdc, Vi = 0Vde 2N3821 | 05 2.5 mA
2N3822 Dl 2.0 10.0 mA
2N3823 40 20.0 mA
Small-signal, common-source, short-circuit, forward
transadmittance 2N3821 W 1,500 4500 1S
Vs = 15Vde; Vi = 0Vde: = TkHz 2N3822 Vi 3,000 6,500 T
2N3823 3,500 6,500 T
Small-signal, commonsense, short-circuit, forward
transmittance 2N3821 W12 6,750 1S
Vs = 15Vde; Vi = 0Vde: = TkHz 2N3822 Vi 9,750 T
2N3823 9,750 T
Small-signal common-source, short-circuit, forward
transmittance 1500 s
Vi = 15Vdc; Vi = 0 [yfs|3 =100 MH:z 2N3821 Iy, |3 3000 “s
=100 MHz N3822 3200 ”
=200 MHz IN3823 ’ !
Small Signal, Common Source Reverse Transfer
Capacitance 2N3821 C 3 F
Vs = 0Vdc Vg = 15Vdc, 100kHz < f < 1.0MHz 2N3822 s 3 P
2N3823 2
Small Signal, Common Source Short-Circuit Input Capacitance C 6 F
Vs = 0Vdc V= 15Vdc, 100kHz < f < 1.0MHz s p
Common-source spot noise
Vs = 15Vdc; Vi = 0Vde: R, = 1MQ NF
f=10Hz  2N3821,2N3822 1 5.0 dB
f=1kHz  2N3821,2N3822, 2N3823 25 dB
Common-source spot noise NF
Vi = 15Vdc; Vi = 0Vde; R, = 1ked: = 105MHz 2N3823 2 2.5 dB
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